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Push “SETUP” of teacher’s remote control 
→ Network

(1)

(2)

(3)

Select Wired Lan Setup → Select FIX IP (MANUAL)

Enter IP address

Push “ green button” of teacher’s remote control → Add(1)

(2)

(3)

Enter Net User ID, 
Net Password, 
and Specific File Sever IP

Select Detail

(5) Push OK to save settings(4) Push OK to save settings

(4) Enter Label
(Name of shortcut)

Net User ID

Net Password

Specific File Sever IP

Shortcut Settings

Detail

STB Network Settings Set up Shortcuts of SES / FL / MTS

FIX IP (MANUAL)

IP address

192 168 0 224
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STB Installation Guide
Composition Front Panel

Remote Control 
Receiver 

-Do not block the infrared remote control 
  receiver window. 
-Do not put heavy objects on the machine.
-Keep away from the water, stay dry.
-To protect the hardware. For re-boot after
  the shutdown, please wait for 10 seconds   
  completely power off of the host.

Rear Panel

Notice for STB

You can mark the STB, it would be easier to identify.
When you shut down STB, it would ask you to login again. In this case, you can 
reboot it without enter the account and password again.
We advise you that never shut down STB, the power consumption is only about (10W).

Notice for Remote Control

We recommend using secondary battery. Do not use alkaline battery.
We recommend taking battery out of remote control when nobody use it.
The infrared ray receiver of STB can’t be blocked by anything.
No matter using the student’s or the teacher’s remote control, they can control
the STB player box. But in some classrooms, they would be disturbed because of 
the seat space allocation. We recommend you to plaster insulation tape on infrared 
ray and prick a hole. Therefore, remote control won’t be disturb by infrared ray.
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Wired network socket
(10/100M Ethernet)

High-Definition Multimedia Interface output

Analog stereo audio output 

Analog video output
Wire Remote 
Control Socket

(DC 5V 2.0A)

Update firmware
Do not press

Red/White Port (R/L)

Composite

Power Input

LED Indicator Lights

Do not hot plug the HDMI

Download Manuals
http://manual.blueeyes.com.tw
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Contact us   +886 4 22970977 ext. 335,306


